
 Technical Sheet

DUNA  COLLECTION

DESIGNER: Zaha Hadid

YEAR OF DESIGN: 2017

Glass: Hand blown glass

Its design concept is realized in a three dimensional, asymmetrical, pair of intersecting glass 
forms. The striated surface of the crystal glass produces ever-changing effects of reflection and 
refraction. Narrowly directed light sources beam light through the mass of glass into the entire 
glass element, highlighting its geometry.

PACKAGING

Duna

Size: 775 × 350 × 280 cm

Pallet: 12 pcs

Total weight: 18 kg

Duna wallsconce

Size: 280 × 200 × 780 cm

Pallet: 20 pcs

Total weight: 13 kg

Title / Name
Description
Top plate / Wall plate (Dimensions)
Materials / Finish
Illumination (Rgb, Colour temp)
Power source and control ( Mains, driver, dimmable, remote control)
Dimensions (top plate, pendant sizes) Inches/mm
Weight
Bespoke (comment)
Leadtime
Date of design
Export?

Contact details / logo 

Elements iestyn Davies 2010

Nagra - 25 Elements
1 x 350 ma driver
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Contemporary Chandelier Company Ltd
Trench Farm, Tilley Green, Wem, Shropshire SY4 5PJ

T: +44 (0)1939 232652   -   E: sales@ccc.glass   -   W: www.ccc.glass
VAT No. 669 584 274    Company Reg No. 7807406

 Product  Designed by  Year of design

Description

Each clear glass ball is hand-blown, by hand in the UK, processed 
back at the studio, then cut to our pattern on a diamond wheel by one 
of the industry's most skilled master cutters. It is suspended from a top 
plate the size and finish of which is dictated by the bespoke design 
presented by us and agreed upon by the client.

Materials & Finish

Shank  Stainless Steel.

Top plate Mirror polished stainless steel
  Powder coated 

Illumination

1 Watt LED module   2700K (Very warm white)
     3000K (Warm white)
     5000K (Cool white)
     Life expectancy >50,000 hours

Power Source & Control

350ma constant current low voltage driver (Input 110V - 240V)
Dimmable: Trailing and leading edge.
We always recommend that the driver(s) be situated remote to the 
chandelier feature; this can be up to 8m (20') away without any voltage 
drop.

Each chandelier is composed using a combination of these three sizes.

150mm 130mm 110mm

Shank 85mm

LED module

Aluminium collar

Dimensions

Active drop    Bespoke
Top plate size  Minimum 550mm ( 22")  (diameter or square)
Ball quantity   Minimum 17  

Top plate
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What Size Chandelier?

Chandelier size is determined by the height and void dimensions of the 
intended space and client preferences. With this information submitted 
to us, a bespoke design drawing and quote will be returned for 
approval.

This bespoke design will dictate:
   
    Chandelier length
    Number of balls
    Size of top plate and shape of top plate

How To Order and Installation

Upon approval of finalised design sheet, a deposit is required to initiate 
the chandelier build.
These chandeliers can be installed by any professional electrician in 
accordance with our comprehensive installation guidelines .

Item able to be shipped worldwide.
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Top Plate Shape

Circular (& variations, e.g eliptical)
Square
Rectangular

Description

All our chandeliers are produced to order, each is treated as a bespoke 
item, made entirely for each clients’ interior .
Each clear glass ball is hand-blown, by hand in the UK,and cut to our 
pattern on a diamond wheel by one of the industry's most skilled 
master cutters
Client specifies length of drop, shape and finish of Top plate and LED 
colour.
Every chandelier is fully constructed in the studio, composed and 
tested prior to dispatch and installation .

5.9" 5" 4.3"



2 × LED module, 10W, 3000K

Lm 1575

CRI 80

dimmable

2000mm/78¾", longer cord is available, contact your sales person

transparent cabel, 2 stainless steel wire

20W

trailing edge

transparent anodized aluminium alloy

IP 20

CLASS I

CE

220 – 240 VAC/50 – 60Hz
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DUNA  COLLECTION

TECHNICAL DETAILS DUNA PENDANT

Type

Light source

Input voltage

Cord lenght

Cord color

Rated power

Ballast

Primary 

material

Prot. rating

Safety class

UL

120VAC/60Hz



UL

120VAC/60Hz

LED module, 10W, 3000K 

1575 Lummens

CRI 80

10W

trailing edge no dimmable

transparent anodized aluminium alloy

IP 20

CLASS I

CE

220 – 240VAC/50 – 60Hz
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TECHNICAL DETAILS DUNA WALLSCONCE

Type

Light source

Input voltage

Rated power

Ballast

Primary 

material

Prot. rating

Safety class
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TECHNICAL DRAWING

Duna pendant Duna wallsconce

Name

Duna

pendant

Duna

wallsconce

W / L (mm/inch)

W 260/10¼" ×

L 205/8¹⁄16"  

W 155/6¹⁄8" ×  

L 205/8¹⁄16"

H / OH (mm/inch)

H 625/24⁵⁄8" + L

H 600/23⁵⁄8" 

Z (mm/inch)

204/8"

–

V (mm/inch)

50/2"

–

L

L

Z

W

W

V

H

H



 Technical Sheet

Name

Duna

pendant

Duna 

wallsconce

Glass color

clear

clear

Item ID – CE

CL038PA- 

4CE00-0129S1  

CL038WA- 

4CE00-0129S1

Item ID – UL

CL038PA- 

4UL00-0129S1  

CL038WA- 

4UL00-0129S1

Weight (approx.)

15kg/33lbs

5kg/11lbs

EACH LASVIT COLLECTION IS UNIQUE BECAUSE IT IS COMPLETELY HANDCRAFTED.  

TINY BUBBLES AND OTHER IRREGULARITIES MAY OCCUR DUE TO THE NATURE  

OF THE HIGH QUALITY GLASS-BLOWING TECHNIQUE
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12-BL-240V
12’ BL ACK - 240V

4-BL-240V
4’ BL ACK - 240V

12-S-240V
12’ S ILVER - 240V

24-BL-240V
24’ BL ACK - 240V

24-S-240V
24’ S ILVER - 240V

4-BL-120V
4’ BL ACK - 120V

4-S-120V
4’ S ILVER - 120V

12-BL-120V
12’ BL ACK - 120V

12-S-120V
12’ S ILVER - 120V

24-BL-120V
24’ BL ACK - 120V

24-S-120V
24’ S ILVER - 120V

H A Z E O R D E R F O R M

CO R D LE N GTH, F I N I S H & VO LTA G EM A K E & ST Y LE G L ASS CO LO R CA N O P Y F I N I S H B U LB

P E N - H A Z

CP5BL

CP5BN

CP5PN

CP5WH

BL ACK

BRUSHED NICKEL

POLISHED NICKEL

WHITE

PEN

HAZ

PENDANT

HAZE

O R D E R I N G I N FO R M ATI O N

Use the codes listed below and insert the proper information into each box to specify your exact pendant. If you are ordering more than one pendant please repeat this process. Email your order 

code to info@nichemodern.com or request assistance if you need help ordering.

CP-5-BL  
BL ACK

CP-5-BN
BRUSHED NICKEL

CP-5-PN
POLISHED NICKEL

CP-5-WH
WHITE

B U LB O P TI O N S Make sure the selected bulb voltage matches the selected cord set voltage. See Voltage Map for help.

CA N O P Y F I N I S H O P TIO N S

2 4 0 V - CO R D LE N GTH & F I N I S H O P TIO N S  For use overseas and for countries using 220V - 240V. See Voltage Map

1 20 V - CO R D LE N GTH & F I N I S H O P TI O N S  Standard for use in North America. See Voltage Map for additional countries.

OP ACLOP ALINE & 
CRYST AL

4BL120V

12BL120V

24BL120V

4S120V

12S120V

24S120V

4BL240V

12BL240V

24BL240V

12S240V

24S240V

4’ BL ACK - 120V

12’ BL ACK - 120V

24’ BL ACK - 120V

4’ S ILVER - 120V

12’ S ILVER - 120V

24’ S ILVER - 120V

4’ BL ACK - 240V

12’ BL ACK - 240V

24’ BL ACK - 240V

12’ S ILVER - 240V

24’ S ILVER - 240V

BU-T10-LED-120-240V
LED BEACON - 120/240V

BU-T10-LED-F-120V
LED FROSTED BEACON - 120V

T9120240V

BUT10LED120240V

BUT10LEDF120V

INCANDESCENT BEACON - 120/240V

LED BEACON - 120/240V

LED FROSTED BEACON - 120V

BU-T9-120-240V
INCANDESCENT BEACON - 120/240V


